Instructions of 1066 Wall Fixed Installation for Panel TV
1. Technical parameter
Weight : 0.78kg; Size of flat panel TV: 10"~22"; Maximum load: 15kg ;
pitching angle: left & right: +20 ; up & down:£15 ; Distance from wall: 65mm .
2. Part List
Please check the parts in the package in comparison with the following list. Make sure all of the parts are in the
package. Never use defective parts. Never replace part with different specification.
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(A)Self-tap screws(4) (B)Plastic anchors(4) (C)04 Flat washer(4) (0)05 Flat washer(4) (E)06 Flat washer(4) (F)M438 Screw(4)
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(G)M4*12 Screw(4) (H)ME#8 Screw(4) (DMB#12 Screw(d) ()M6#8 Screw(d) (K)M6%12 Screw(d) (L)S=5 Inner hexagon
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3. Installation and operation instructions

Step L:

Use the wall plate as a templet to drill
four holes of @10mm diameter and
50mm depth in the concrete wall wall
Then wedge four plastic concrete
anchors into the holes.

Step 2:

Put the wall plate on the wall, and
then screw four hexangular lag bolts
into the plastic concrete anchors to fix
the Wall fixed frame on the wall
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4. Notes

Step 3:

Install the panel TV on the TV fixed plate
with suitable bolts selected from the parts

bag. At last adjust the azimuth of the
panel TV to a suitable position for
watching,

(1) Choose the right place to install wall plate. The bracket must be installed on solid concrete wall. Make sure the
wall can support 60kg weights up.
(2) Users should check and maintain the product frequently according to the use status to ensure the flat panel TV
works normally, safely and securely.
Please wipe joining parts with a dry cloth frequently. Don't use it in rain or in moist environment,

Please check once every month if all bolts are secure or not.
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